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Efficient 

• Designed to separate out bricks, blocks, rocks, timber and 
other demolition materials from sand and soil as you load 
leaving the sand and soil behind reducing the weight of 
material to be dumped and trips required to remove waste 
material 

• Built tough to deliver top production under the worst conditions 

Safe 

• A lifting lug rated for the weight of the bucket is standard 

Quality 

• Heavy duty ears 

• Wear resistant grade 360 Bisalloy or Wearalloy AR450 steel 
cutting edges 

• Quality high tensile grade 350 steel floor, sides and ribs 

• Reinforced and gusseted in all critical stress areas 

• Weld in pins standard 

• 12 month parts and labour warranty 

Models 

• A wide range with sizes to suit all machine makes & models 
from 1 to 50 tonnes 

• Custom design for size and capacity available 

• Optional extras 
o Wear resistant grade 360 Bisalloy steel floor, sides 

and ribs 
o Bosses and pins to suit quick couplers 
o Side cutters to improve digging, bucket capacity and 

cutting width 
o Esco Super V Series Chisel or Tiger teeth 
o Bolt on edges, single or double bevel 

• Colour matching available 

Service & Spares 

• All service items are readily available 

 

 
 
 
 
 
 
 
 

Price (ex GST) $ 
 


